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Vision Panels

Glass Geo Wired PYRAN S FIRELITE
Toughness Class A Class C
Fire Rating Up to Up to Up to

FD120 FD120 FD240

200 x 200mm • • •

200 x 500mm • • •

200 x 700mm • • •

200 x 1350mm • • •

400 x 500mm • • •

300mm dia • • •

400mm dia • • •

500mm dia • • •

Also available: 
Double Glazed Semi-flush & Triple Glazed Full Flush.
Louvres available to client specification.

Fire Ratings
FD30 FD60 FD120 FD240

Configurations
Double Swing

Ancillary Items
Vision Panels
Louvres

Opening Constructions
Masonry
Timber Stud Partitions
Steel Stud Partitions
Reinforced Stud Partitions

We continuously test new configurations and cores to
meet the evolving needs of specifiers. An up to date
list of current certification is available on request

Availability

Size Range

Structural Openings
Width Height

Single up to 1500mm up to 2900mm
Double up to 2900mm up to 2900mm
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Enhancements

OMEGAFR Double Swing doorsets are designed primarily for internal
use and are suitable for fire resistance purposes in commercial and
industrial applications. They allow push operation from either
direction and the latchless configuration and non-rebated meeting
stiles allow trouble free access in busy corridors, shopping malls, etc.

Performance
• OMEGAFR Double Swing doorsets are designed and manufactured to ISO 9000

Quality Assurance Standards and have been tested at Warrington Fire Research Centre
to EN1634-1 for periods up to and including 4 hours integrity fire resistance.

Door Leaf
• Two 18g Galvaneal zinc coated steel skins folded and welded to form a

strong and rigid 45mm thick door leaf with a non-fibrous honeycomb core.
• Internally located reinforcing pads to suit specified hardware.
• Each leaf features a heavy section horizontal channel at the top and

bottom, complete with captivated floating pivot blocks, allowing on-site
adjustments.

Frame
• Frames are pressed from 16g Galvaneal zinc coated steel steel to

form double swing profiles.
• Profiled headers form a smooth bolt-connected butt joint with the

full height concave uprights.
• Uprights are concave in section to minimize leaf bow allowing fire

ratings up to four hours with unlatched doors.
• Uprights are reinforced at all fixing points; minimum of three fixing points per jamb. 

Seals
• Vertical edges of each leaf are fitted with a custom-made ‘bull-nosed’ steel profile.
• Vertical and top edges incorporate a polypropylene brushseal and an intumescent strip.
• Various types of seal can be provided at the threshold, including intumescent & brush

seals to comply with smoke control regulations and concealed drop-seals for enhanced
acoustic performance.

Hardware
• Doors are hung from machined steel top and bottom pivots with Dorma floor-

mounted, double-acting door closers selected to suit leaf size and weight.
• Electromagnetic closers are available to allow self-closing in the event  of fire.
• All selected hardware is factory-installed, requiring no additional work on-site.

Finish
• All doorsets are supplied with one coat of self-etching primer as standard. Factory finish

in both high performance low-baked acrylic melamine or specialist systems for
coastal/chemical applications are available in any standard BS or RAL colour.

Availability
OMEGAFR is supplied as part of the OMEGAFASTRACK service via a network of national
and regional industrial door specialists throughout the UK and Republic of Ireland.

To Specify
Double swing fire-resisting door(s) to be OMEGAFR doorsets, supplied (and installed)
by......................, to suit a structural opening .........mm wide x .........mm high, including
standard hardware  (Also include any special hardware options and threshold seals
required, including manufacturers details, part nos., etc. if known.)
Door(s) to be a) primed for final site painting by others.

or b) finish-painted to B.S.....  (R.A.L..... ).

Currently in development

Omega Doors, Unit 493-495 Holly Place, Walton Summit Centre,
Bamber Bridge, Preston PR5 8AX 
Tel: 01772 696351, Fax: 01772 696412, 
www.allmarinternational.com, Email: info@allmarinternational.com

Contact

Whilst every effort is made to ensure that
this datasheet is comprehensive and

accurate, Omega Doors will not accept
any liability for omissions or errors.
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